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This paper describes a system for creating virtual connections based on 
QoS requirements and providing basic QoS routing functionality. It 
effectively bridges the gap between complex protocols like PNNI and 
tedious manual set-up of virtual connections. 
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Hardware assistance has long been used for logic level and functional 
unit level hardware debugging, as well as for machine language level 
software debugging. Such hardware assistance includes probes to detect 
signals, comparators to identify matches ... 
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based and improved relevant monitor Slpar; I RM&rpar; -based, for QoS 
distribution monitoring. With these schemes, when monitoring a real- 
time flow, a network manager can locate relevant monitors ... 
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Structural monitoring---the collection and analysis of structural response 
to ambient or forced excitation--is an important application of networked 
embedded sensing with significant commercial potential. The first 
generation of sensor networks for structural ... 
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Microfiuidic biochips offer a promising platform for massively parallel 
DNA analysis, automated drug discovery, and real-time biomolecular 
recognition. Current techniques for full-custom design of droplet-based 
"digital" biochips do not scale ... 
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Diagnosing faults in the Internet is arduous and time-consuming, in part 
because the network is composed of diverse components spread across 
many administrative domains. We consider an extreme form of this 
problem: can end users, with no special privileges, ... 
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Overlay network monitoring enables distributed Internet applications to 
detect and recover from path outages and periods of degraded 
performance within seconds. For an overlay network with n end hosts, 
existing systems either require 0(n 2 ) ... 
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In this work we address the problem of inferring the presence of a 
bottleneck from passive measurement in the UMTS core network. The 
study is based on one month of packet traces collected in the core 
network of mobilkom austria AG & Co KG, the leading ... 
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Overlay network monitoring enables distributed Internet applications to 
detect and recover from path outages and periods of degraded 
performance within seconds. For an overlay network with n end hosts, 
existing systems either require 0{n 2 ) ... 
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Full text available: fltxilCLOl MB] Additi ° nal lnformation: «M, Memoes, 

Many studies on measurement and characterization of wireless LANs 
(WLANs) have been performed recently. Most of these measurements 
have been conducted from the wired portion of the network based on 
wired monitoring (e.g. sniffer at some wired point) ... 
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This paper reports on a case study analysis of a county-wide emergency 
medical services (EMS) system striving to implement information 
technology across service provider organizations (e.g., fire, ambulance, 
dispatch center, hospitals) to enhance e-governmental ... 
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Good cardinality estimates are critical for generating good execution 
plans during query optimization. Complex predicates, correlations 
between columns, and user-defined functions are extremely hard to 
handle when using the traditional histogram approach. ... 
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One of the foremost critical design problems in cognitive radios is the 
need to process wide bandwidth and reliably detect the presence of 
primary users. This places significant requirements on sensitivity, 
dynamic range and linearity of the RF front-end. ... 
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The Honeynet Project was founded by 30 US based security 
professionals with the intention of researching the techniques, tools, 
tactics and motives of hackers and the 'blackhat' community in general. 
A Honeynet Project is an all volunteer, non-profit ... 
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We consider the problem of flow coordination in distributed multimedia 
applications. Most transport-level protocols are designed to operate 
independently and lack mechanisms for sharing information with other 
flows and coordinating data transport in ... 

Keywords: Network protocols, distributed applications, flow 
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We calculate an extensive set of characteristics for Internet AS 
topologies extracted from the three data sources most frequently used 
by the research community: traceroutes, BGP, and WHOIS. We discover 
that traceroute and BGP topologies are similar ... 
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With power dissipation becoming an increasingly vexingproblem across 
many classes of computer systems, measuringpower dissipation of real, 
running systems has becomecrucial for hardware and software system 
research and design. Live power measurements ... 
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This paper presents a brief survey of current QoS monitoring-related 
mechanisms, followed by a discussion of the challenges involved in 
providing QoS distribution monitoring. Several approaches are then 
proposed to meet these challenges. Finally, the ... 



20 Mamianng and ;::snao aai QoS neiwork strains 
Ahsan Habib, Sonia Fahmy, Bharat Bhargava 

January 2005 I nternational Journal of Network Management, volume 15 



l.acm.org/results.cfm?within=%; 



3/14/08 



Results (page 1): ((real and time and probe and level and monitoring)) 



Page 7 of 7 



Publisher: John Wiley & Sons, Inc. 

Full text available: f£pc*234.00 KB; Additional lnformation: JJ^Jf 

Increased performance, fairness, and security remain important goals 
for service providers. In this work, we design an integrated distributed 
monitoring, traffic conditioning, and flow control system for higher 
performance and security of network domains. ... 
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